
‘Only requires a footing  
of 400mm’

TRUCKSTOPPER 4  
The new low-cost TRUCKSTOPPER 4 is the ideal solution for perimeter fencing or stand alone 
bollards. As with Truckstopper 1,2 and 3 the TRUCKSTOPPER 4. It is designed to meet the 
threat of anti terrorist attacks and can be assembled easily and quickly.

The post foundations are only 400mm deep and 1m wide. They are designed to rival existing 
add on like perimeter fences or street furniture design for quick fitting with U/Bolts. 
Successfully tested at MIRA to BSI PAS68:2007 with a 7.5 tonne truck at 40mph (64km/h) it 
too can follow the contour of the ground and follows corners And again once fitted it needs 
no ongoing adjustment or tensioning of the barrier and the steel is good for 20 year wear, 
with the only need for re-painting or it can be fitted with mild or stainless steel shrouds. 

TRUCKSTOPPER 4 (BSI PAS68:2007) V/7500/N2/64/90/10.30/4.00 

PAS 68 Anti-Terrorist Spring Bollard

TRUCKSTOPPER 4  PAS68 VEHICLE PERFORMANCE CLASSIFICATION
 Vehicle Vehicle Vehicle Vehicle Vehicle 25KG+ 
 Test Weight Class  Speed  Angle  Penetration Dispersion

 V/7500 KG N2 64 90 10.30 4.00

Applications
u	Airports
u	High Security Sites
u	Cash Centres
u	Critical Infrastructure
u	Perimeter Security HVM
u	Utilities
u	Military Sites
u	Cash Mashine/ATM    
 Protection

Supplier of anti-terrorist bollards (Olympic venues) to the London 2012 Games

London O2 Arena
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400mm
Deep Footing
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1000mm Wide
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Ground
Level
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0

1200 GAP

www.safetyflexbarriers.com

TRUCKSTOPPER 4 (BSI PAS68:2007) V/7500/N2/64/90/10.30/4.00 

PAS 68 Anti-Terrorist Spring Bollard

Product Specification:
Height Above Ground: 900mm
Width: 100mm
Footing Depth: Only 400mm
Options: Stainless Steel & Mild Steel Shrouds Available

Safetyflex Barriers 
Boston Place, Coventry UK CV6 5NN
UK Sales Tel: +44 (0) 2476 664911  Fax: +44 (0) 2476 663020    
Export Sales Tel: +44 (0) 2476 688447   E-mail: sales@safetyflexbarriers.com
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